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. GENERAL NOTES

1. THESE DRAWINGS AND SPECIFICATIONS ARE FOR A CONVENTIONAL \
SAND FILTER SYSTEM TO A SINGLE FAMILY RESIDENCE WITH
A DESIGNED SEWAGE FLOW OF NOT MORE THAN 450 GALLONS
PER DAY ON SITES THAT WILL ACCOMMODATE THIS TYPE OF
CONFIGURATION.

2. SAND FILTER TANK — TANK CONSTRUCTION PER
BUILDING DEPARTMENT APPROVAL

3. ADDITIONAL DETAILS RELATING TO PLAN SUBMITTAL MUST BE PROVIDED
BY THE CONTRACTOR ARE, BUT NOT LIMITED TO, HYDRAUUC DESIGN
CRITERIA, SAND SIEVE ANALYSIS, SITE DEVELOPMENT PLAN MATERIALS
LIST, ECT. THIS INFORMATION IS REQUIRED AS PART OF THE PERMIT
APPLICATION FOR ANY SPECIFIC SITE

4. FOR ELEVATED TANKS PROVIDE 24" MAXIMUM COMPACTED
SAND BASE. COMPACT BY PUDDUNG OR MECHANICAL COMPACTOR
IN 6" UFTS. SAND BASE PROJECTION BEYOND WALLS SHALL
BE 12" MIN.. TAPER AT EDGE OF SAND BASE SHALL BE SLOPED
AT A RATE NOT TO EXCEED 1 VERTICAL TO 2 HORIZONTAL. COVER
WITH 12" MIN. TOPSOIL. :

SAND FILTER BASE SHALL BE INSTALLED LEVEL

6.  ALL PRESSURE TRANSPORT, MANIFOLD, [ATERAL PIPING, AND FITTINGS
SHALL BE PVC 1120 PRESSURE PIPE. PIPE SIZE 17 OR LESS SHALL
BE RATED FOR 200 PSI, OVER 1" SHALL BE RATED FOR 160 PSL

7. ALL PIPE JOINTS TO BE SOLVENT WELDED.

8. ALL HORIZONTAL TO VERTICAL PIPE CONNECTIONS SHALL BE DONE WITH .
LONG SWEEP ELBOWS.

9.  SAND FILTER SHALL BE DOSED AT A RATE OF 5% AND NOT EXCEED 10%

OF THE PROJECTED DAILY FLOW. NOT MORE THAN 10X VARIATION IN
PRESSURE WILL BE ALLOWED BETWEEN THE NEAREST AND FURTHEST ORIFICE.

SITE _SPECIFIC ELEVATIONS

LOCATE ON SITE PLAN

GRADE AROUND SAND FILTER

BEG. END EXISTING FINISHED

AU~

TOP OF WALLS
TOP OF CROWN

UNDERDRAIN / COLLECTOR
[ R ——

DISTRIBUTION LATERALS IN FILTER
GROUND LEVEL AT FIRST DISPOSAL TRENCH

1.

THE SOll. COVER ON THE SAND FILTER SHALL BE FREE OF

ROCK, VEGETATION, WOOD WASTE, ETC. THE SOl COVER SHALL
HAVE A TEXTURE CLASS NO FINER THAN LOAM. THE SCi. COVER
SHALL HAVE A MINIMUM DEPTH OF SIX INCHES (6%) AND A MAXIMUM
DEPTH OF TWELVE INCHES (12%).

WEATHER CONDITIONS IN SOME PARTS OF THE STATE MAY
REQUIRE A REORIENTATION OF SOME OR ALL OF THE
ORIFICES FOR PROTECTION AGAINST FREEZING.

FILTER FABRIC — MEETING DEQ REQUIREMENTS 340—73—041
LAP ALL SEAMS 6" MIN.
PROVIDE 67 WIDE STRIPS BETWEEN WALL
AND LINER AT ALL CORNERS.

PIPING‘ — ALL PIPING SHALL BE 1120 PVC OR HIGHER.

LATERAL PIPING — INSTALL LEVEL W/ MIN. 3" GRAVEL BELOW
AND 3" GRAVEL ABOVE PIPE. PROVIDE
THREADED END CAP AND FITTING EACH END
OF EACH LATERAL. FLUSH ANNUALLY.

FLEXIBLE MEMBRANE LINER — SHALL BE 30 MIL. PVC OR
EQUIVALENT MEETING SPECIFICATIONS
DESCRIBED IN 0AR 340-73—085.

ELEVATION — MAINTAIN A MIN. 127 ELEV. DROP FROM I.E,
OF COLLECTOR TO TOP OF DRAIN ROCK AT FIRST
DISPOSAL TRENCH. ‘

ORAIN MEDIA — CLEAN WASHED GRAVEL, CLEAN CRUSHED ROCK, OR
OTHER DRAIN MEDIA APPROVED BY THE DEQ. THE
ROCK SHALL HAVE A MINIMUM SIZE OF THREE QUARTERS
(3/4) INCHES AND A MAXIMUM SIZE OF TWO AND ONE HALF
(2 1/2) INCHES.

100 X PASSING THE 3/8" SIEVE
95 — 100 X PASSING THE #4 SIEVE
80 — 100 X PASSING THE #8 = SIEVE
45 — 85 X PASSING THE #16 SIEVE
15 — 60 X PASSING THE 30 SIEVE
3 — 15 X PASSING THE #50 SIEVE
0 — 4 X PASSING THE #100 SIEVE
ALL SAND TO BE TESTED BY INDEPENDANT LABORATORY UNLESS
WAIVED BY THE AGENT PRIOR TO BEING INSTALLED.

UNDERDORAIN MEDIA — THAT MATERIAL WHICH IS PLACED UNDER THE SAND FILTER

MEDIAM SAND —

ASTM C-126
AND

ASTM C-117

MEDIA. IT SHALL BE CLFAN WAHSED PEA GRAVEL.
100 X PASSING THE 1/2" SIEVE

18 — 100 X PASSING THE 1/4" SIEVE

— 75 X PASSING THE #4 SIEVE

— 24 X PASSING THE #10 SIEVE

~ 2 X PASSING THE #16 SIEVE

— 1 X PASSING THE #100 SIEVE

oQon

8/26/96 DEQ REVISIONS
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