Oregon ISC Failsafe Panel Wiring Instructions

For Time Dosed Effluent Disposal

1.
2.

3,
4.

W

Attach the black wire from incoming power supply to the L1 terminal.

Attach the white wire from the incoming power supply to the N terminal located
to the right of L1 terminal.

Attach the black wire going out to the pump to the P1 terminal.

Attach the white wire going out to the pump to the N terminal located to the right
of the P1 terminal.

Attach the black wire going out to the Singulair aerator to the A1l terminal.
Attach the white wire going out to the Singulair aerator to the N terminal located
to the right of the A1 terminal.

The ground wires coming from the main service panel in the home, going out to
the pump, and going out to the Singulair aerator must all be installed into the
ground lugs of the control center.

Note: All of the floats installed in this system must be mechanical floats, not
mercury floats.

8.

10.

11.

12.
13.

The ON/OFF FLOAT is the bottom float in the pump tank and protects the pump
when the water level is too low. Attach the 2 wires coming from the On/Off Float
to terminals 1 and 2.

The ALARM FLOAT is the middle float in the pump tank and is used to sound
the alarm if the water level gets too high in the pump tank. Attach the 2 wires
coming from the Alarm Float to terminals 3 and 4.

The OVERRIDE FLOAT is the top float in the pump tank and overrides the
timer to turn the pump on to bring the water level down in the pump tank. Attach
the 2 wires coming from the Override Float to terminals 5 and 6.

The CHLORINE ALARM is not used in Oregon however this feature must be
overridden. This is accomplished by attaching a jumper wire from terminal 7 to
terminal 8.

Set pump timer using the attached instructions to dose effluent as desired.

When the remote telemetry option is being used, a telephone line must be
connected to the panel. The phone line plugs into a standard phone jack that is
found on the back side of the panel face plate. Remove the 4 thumb screws on the
face plate and pull it toward you. The jack is located on the top right hand corner
when looking at the front of the face plate. Plug the phone line into the jack and
reattach the face plate. See the Quick Start Guide for commissioning instructions.




Oregon ISC Failsafe Panel Wiring Instructions

For Demand Dosed Effluent Disposal

1.
2.

3
4.

W

Attach the black wire from incoming power supply to the L1 terminal.

Attach the white wire from the incoming power supply to the N terminal located
to the right of L1 terminal.

Attach the black wire going out to the pump to the P1 terminal.

Attach the white wire going out to the pump to the N terminal located to the right
of the P1 terminal.

Attach the black wire going out to the Singulair aerator to the A1 terminal.
Attach the white wire going out to the Singulair aerator to the N terminal located
to the right of the A1 terminal.

The ground wires coming from the main service panel in the home, going out to
the pump, and going out to the Singulair aerator must all be installed into the
ground lugs of the control center.

Note: All of the floats installed in this system must be mechanical floats, not
mercury floats.

8.

10.

11.

2.

13.

The ON/OFF FLOAT is the bottom float in the pump tank and is used to turn the
pump on and off as the water level rises and falls. Attach the 2 wires coming from
the On/Off Float to terminals 1 and 2.

The ALARM FLOAT is the top float in the pump tank and is used to sound the
alarm if the water level gets too high in the pump tank. Attach the 2 wires coming
from the Alarm Float to terminals 3 and 4.

The OVERRIDE FLOAT is not used when using demand dose. DO NOT attach
any wires to terminals 5 and 6.

The CHLORINE ALARM is not used in Oregon however this feature must be
overridden. This is accomplished by attaching a jumper wire from terminal 7 to
terminal 8.

Set pump timer using the attached instructions. The following settings are to be
used for demand dose disposal. The ON time is to be set to 100% of 100 hr. The
OFF time is to be set to 0% of 1 sec.

When the remote telemetry option is being used, a telephone line must be
connected to the panel. The phone line plugs into a standard phone jack that is
found on the back side of the panel face plate. Remove the 4 thumb screws on the
face plate and pull it toward you. The jack is located on the top right hand corner
when looking at the front of the face plate. Plug the phone line into the jack and
reattach the face plate. See the Quick Start Guide for commissioning instructions.



